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LAYOUT NOTES:

REFER TO ARCHITECTS DRAWINGS FOR FINAL LIGHTING
LAYOUTS

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
RELEVANT LIGHTING DESIGN PARTNERSHIP DETAIL
DRAWINGS, LDP LUMINAIRE AND LIGHTING CONTROL
SPECIFICATION AND VERIFIED AGAINST ARCHITECTURAL
AND ELECTRICAL ENGINEERING DRAWINGS

THIS DRAWING IS INDICATIVE ONLY. REFER TO
ARCHITECTURAL DRAWINGS FOR FINAL AREAS, LIGHTING
LAYOUTS AND QUANTITIES

REFER ELECTRICAL ENGINEERING DRAWINGS AND
SCHEDULES FOR CABLING, CIRCUITING, CONDUIT AND
EMERGENCY LIGHTING INFORMATION

CONTROL CHANNELS SHOWN ARE INDICATIVE OF
INTENDED GROUPINGS - REFER TO ELECTRICAL
ENGINEERING DRAWINGS FOR FINAL CONTROL
INFORMATION

CONTROL LEGEND

ABXX X

ZONE

GROUP
WATTAGE

CONTROL
GROUP

LUMINAIRE QUANTITY

DIMMABLESWITCH

DRAWING STAGE

SHEET SIZE

BA
SE

 D
RA

W
IN

G 
RE

F:

LDP_2538_701

NOTESREV DATE

00 ORIGIN

LIGHTING ELEV, PLAN & DETAIL

PLAN FOR VASE 1
1:52 0 50 100 250 500 mmINCASE LIGHTING

1:101 0 100 200 500 1000 mm

0 20 40 100 200 mmSECTION
1:24

PLAN FOR VASE 2
1:53 0 50 100 250 500 mm


